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17.24.060: OFF STREET TRUCK LOADING SPACE:

A. Adequate Space To Be Provided: On the same premises with every building, structure or part 
thereof, erected and occupied or increased in capacity after the effective date hereof, for 
manufacturing, storage, warehouse, goods display, department store, grocery, hotel, hospital, 
mortuary, laundry, dry cleaning or other use similarly involving the receipt or distribution by 
vehicle of materials or merchandise, there shall be provided and maintained on the lot adequate 
space for standing, loading and unloading services in order to avoid undue interference with the 
public use of streets.

B. Access: Each required off street loading space shall be designed with appropriate means of 
vehicular access to a street or alley in a manner which will eliminate or minimize conflicts with 
traffic movement. Maneuvering and backing space to the loading dock shall be accommodated 
on site when possible.

C. Utilization Of Off Street Loading Areas: Space allocated to any off street loading use shall not be 
used to satisfy the space requirements for any off street parking.

D. Size: Unless otherwise specified, a required off street loading space shall be at least ten feet 
(10') in width by at least thirty five feet (35') in length for short spaces, and twelve feet (12') in 
width by at least fifty feet (50') in length for long spaces exclusive of aisle and maneuvering 
space. Maneuvering aprons of appropriate width and orientation shall be provided and will be 
subject to approval by the city engineer.

E. Vertical Clearance: All loading areas shall have a vertical clearance of at least fourteen feet (14').

F. Design And Maintenance:

1. Design Of Loading Areas: All loading areas shall be oriented away from adjacent residential 
or other incompatible uses.

2. Plan: The design of loading areas shall be subject to the approval of the city engineer.

3. Loading Area Surface: Loading area surfaces shall be hard surfaced and drained to dispose 
of all surface water and to provide effective drainage without allowing the water to cross the 
sidewalk or driveway. (Ord. 03-08 § 1, 2003)


